Lx M5 depth 8.5 min.

(e~ - —T—-

//

[/

[

\\

Va

\\/ \\\--///\

O 56.6+ 0.5

exact flange type

depends on motor

Feather key
DIN 6885-A5x5x25

3 DIN 332-D M5
* 2.5
] = o
o -
oo oo
- JEREE | I - — — - — - | |
o O
3 -—
LSS
—
(o]
S
_alA 03
-—
30 o=
iy
6 4L88£05 36+ 05 3
IS8
GEARBOX SPECIFICATION
GP56-xx-xx-HR T1-3 T1-5 T1-7 T1-8 T1-10
Reduction Ratio 3.29 (135/41) 5.09 (117/23) 6.53 (111/17) 7.71 (54/7) 9.55 (105/11)
No. of Stages 1
Rated Output Torque Nm |14.19 15.28 16.29 16.58 13.55
Max. Output Torque Nm |28.38 30.56 32.58 33.16 271
Rated Input Speed rpm 3500
Max. Input Speed rpm 14658 8307 8988 10919 13000
Backlash ° <0.5
Efficiency % 92
Lifetime h 10000
Gearbox Inertia kgm2[9.6 x10° 37 x10° 40 x10° 23  x10° 33 x10°
Ambient Temperature °C -15 ... 90
Protection Class 1P54
Fr 100 rpm Output Speed (shaft middle) N 540
Fa 100 rpm Output Speed N 1630
1ISO 8015 1ISO 1302 1ISO 2768 cK ISO 13715
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